
Accessories for LV AirGuard Cables  
Glands, Connectors and Installation Tools.



Cable Gland Selection Table
Dimensions are in inches, unless otherwise noted.

TECHNICAL DATA

Design Specification BS 6121:Part 1:1989, IEC 62444, EN 62444

Mechanical Classifications* Impact = Level 8, Retention = Class D

ATEX Certificate SIRA09ATEX1092X

Code of Protection ^ II 2 GD, Ex d IIC Gb, Ex e IIC Gb, Ex ta IIIC Da

Compliance Standards EN 60079-0,1,7, EN 61241-0,1

IECEx Certificate IECEx SIR 09.0042X

Code of Protection Ex d IIC Gb, Ex e IIC Gb, Ex ta IIIC Da

Compliance Standards IEC 60079-0,1,7  IEC 61241-1

cCSAus Certificate 2220601

Code of Protection
Class I, Div. 2, Groups A, B, C and D; Class II, Div. 2, Groups E, F, and G;  
Class III, Div. 2; Encl. Type 4X.Ex e; Class I, Zone 1, AEx e:

Compliance Standards
CAN/CSA-C22.2 Various Sections (See Certificate) CAN/CSA-E60079-0,7, 
CAN/CSA-E61241-1-1, ANSI/UL 514B Ed 5, ANSI/UL 50Ed 11, ANSI/UL 
60079-0,7

EAC Certificate 
(Formerly GOST R, K & B) TC RU C-GB. 05.B.00138

RETIE Approval Number 03866

Marine Approvals LRS:  01/00172 (E3)  DNV: E-13848  ABS:  15-LD1410479-PDA

Ingress Protection Rating IP66, IP67 & IP68**

NEMA Rating NEMA 4X**

Cable Gland Material Copper Free (<0.4%) Aluminium, Nickel Plated Brass, Stainless Steel

Cable Type Tray Cable & Cords, Unarmoured / Braid (IEC)

Sealing Technique CMP Displacement Seal with Removable Insert

Sealing Area(s) Cable Outer Jacket

AA
DD CC

EEFF

REMOVABLE INSERTREMOVABLE INSERT

* Mechanical & Electrical Classifications  
   applied as per IEC 62444 & EN 62444

TC
TC Globally Approved, Hazardous 
(Classified) Location Cable Gland

For LV AirGuard TC-ER-HL Cables, Class I Div 2

•    Standard material is aluminum. Nickle plated brass    
available as made-to-order.

•    Increased cable range with removable insert

•    Optional thread sizes

•    Operating Temp: -76˚F to 230˚F

•    Class I Division 2 ABCD

•    Class I Zone 1 & 21 AExe

•    Globally marked, cCSAus, IECEx & ATEX

•    Heavy duty design

Order Reference (NPT) Entry Thread “C”
Minimum

Thread 
Length 

“E”

Cable Range “A” Cable Range “A” Across 
Flats 
“D”

Across Corners 
“D” Nominal Assembly 

Length “F”

Approx 
Weight 

Aluminium
(Ozs)

Insert No Insert

Aluminium NPT NPT Option Min Max Min Max Max Max

TC-050A028 1/2” - 0.78
0.126 0.276 - -

1.201 1.321 1.200 1.94
TC-075A028 - 3/4” 0.80 1.476 1.594 1.240 1.69
TC-050A055 1/2” - 0.78

0.256 0.406 0.406 0.551
1.201 1.323 1.200 1.94

TC-075A055 - 3/4” 0.80 1.476 1.626 1.240 1.69
TC-075A079 3/4” - 0.80

0.437 0.610 0.610 0.787
1.476 1.626 1.240 1.69

TC-100A079 - 1” 0.98 1.811 1.957 1.650 3.17
TC-100A104 1” - 0.98

0.669 0.854 0.854 1.035
1.811 1.992

1.650 3.88
TC-125A104 - 1-1/4” 1.01 2.047 2.213
TC-125A127 1-1/4” - 1.01

0.925 1.098 1.098 1.268
2.047 2.252

1.650 4.94
TC-150A127 - 1-1/2” 1.03 2.362 2.551
TC-150A150 1-1/2” - 1.03

1.220 1.366 1.366 1.504
2.362 2.598

1.650 6.00
TC-200A150 - 2” 1.06 2.953 3.189
TC-200A174 2” - 1.06

- - 1.402 1.736
2.756 2.976

1.630 8.64
TC-250A174 - 2-1/2” 1.57 3.543 3.827
TC-200A197 2” - 1.06

- - 1.634 1.972
2.756 2.031

1.740 8.29
TC-250A197 - 2-1/2” 1.57 3.543 3.827
TC-250A220 2-1/2” - 1.57

- - 1.858 2.205
3.543 3.827

1.740 13.58
TC-300A220 - 3” 1.63 4.331 4.677
TC-250A244 2-1/2” - 1.57

- - 2.126 2.441
3.543 3.898

1.790 13.58
TC-300A244 - 3” 1.63 4.331 4.677
TC-300A268 3” - 1.63

- - 2.406 2.677
4.331 4.677

1.790 23.63
TC-350A268 - 3-1/2” 1.69 4.843 5.228
TC-350A315 3-1/2” - 1.69

- - 2.622 3.150
4.843 5.228

2.500 34.22
TC-400A315 - 4” 1.73 5.252 5.669
TC-400A354 4” - 1.73 - - 2.992 3.543 5.252 5.669 2.360 38.80

 Order Code Example: TC-050A028 - “TC” (Type Gland) - “050” (1/2” NPT Thread) - “A” (Material Aluminium) - “028”(Max Cable Diameter 0.28”)
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Non-Potted Gland
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Putty Sealing Gland 424BT Series 
For LV AirGuard TC-ER-HL Cables, Class I Div 1

 Features and Benefits:
 •  Fast, easy installation

 •  Large sealing range

 •  Space and weight savings

 •  Tested to UL and CSA standards

 •  Suitable for unarmored tray cables - TC-ER-HL and TC-ER

 •  8hr cure time at 68oF

Technical Information: 
• Suitable for unarmored tray cables-category TC-ER-HL   
• All parts are brass.  Threaded hub is nickel plated brass.  

Connector listed as follows: 
1/2" to 3- 1/2" CSA Class I groups ABCD, Class II groups EFG, Class III 
1/2" to 1- 1/2" UL Class I groups ABCD (Div 1) with TC-ER-HL cable (up to 1 inch): Class II groups FG (Div 2), Class III 
1-1/4" to 3 W' UL Class I groups CD (Div 2); Class II groups FG (Div 2), Class Ill

For use in most climatic conditions, rated to IP66 for wet location. 
For use with explosion proof equipment in Zone 1 and 2 hazardous areas and for Class I, Div 1 & 2 applications. 
Full installation instructions supplied.

Gland Reference Cable Dimensions Overall ∅ (B) Gland Dimensions Weight

Design  
Reference 
(Standard)

Hub Size  
NPT (D)

 
Min.

 
Max.

Hub  
Length (E)

Protrusion
Length (F)

Hexagon  
Lbs

A/F (G) A/C (H)

424BT-02 1/2" 0.35" 0.62" 0.85" 1.85" 1.42" 1.57" 0.66

424BT-03 3/4" 0.51" 0.76" 0.86" 1.96" 1.67" 1.89" 0.88

424BT-04 1" 0.67" 1.06" 1.07" 2.08" 1.86" 2.11" 1.10

424BT-05 1 - 1/4" 0.95" 1.26" 1.10" 2.16" 2.22" 2.42" 1.76

424BT-15 1 - 1/2" 0.95" 1.26" 1.11" 2.16" 2.22" 2.42" 2.09

424BT-06 2" 1.14" 1.65" 1.15" 2.32" 2.76" 3.04" 2.87

424BT-07 2 - 1/2" 1.61" 2.08" 1.70" 2.24" 3.15" 3.44" 4.08

424BT-08 3" 1.96" 2.42" 1.76" 2.83" 3.89" 4.30" 6.64

424BT-09 3 - 1/2" 2.15" 2.91" 1.81" 2.91" 4.18" 4.50" 8.36

SPECIFICATIONS
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Cable 
Gland 
Size

Available Entry Threads “C” (Alternate 
Metric Thread Lengths Available)

Number  
of Cores

Diameter 
Over 

Conductors
“A”

Cable 
Bedding 

Diameter 
“G”

Overall Cable 
Diameter “B”

Across 
Flats 
“D”

Across 
Corners 

“D”
Protrusion 
Length “F”

Combined Ordering Reference 
(*Nickel Plated Brass NPT)

Shroud

Cable 
Gland 

Weight 
(Ozs)

NPT
NPT

(Option)
Metric

(Option)

Thread 
Length 

(NPT) “E”
Max Max Max Min Max Max Max Size Type

Ordering 
Suffix

20s16 1/2” 3/4” M20 0.78 11 0.339 0.339 0.122 0.339 1.181 1.299 2.091 20S16 PXSS2KREX 1RA531 PVC06 7.055

20S 1/2” 3/4” M20 0.78 11 0.461 0.461 0.240 0.461 1.181 1.299 2.091 20S PXSS2KREX 1RA531 PVC06 7.055

20 1/2” 3/4” M20 0.78 11 0.496 0.508 0.256 0.551 1.181 1.299 2.134 20 PXSS2KREX 1RA531 PVC06 7.055

25 3/4” 1” M25 0.80 21 0.689 0.703 0.437 0.787 1.417 1.559 2.362 25 PXSS2KREX 1RA532 PVC09 11.640

32 1” 1 1/4” M32 0.98 38 0.929 0.941 0.669 1.035 1.614 1.776 2.406 32 PXSS2KREX 1RA533 PVC10 13.757

40 1 1/4” 1 1/2” M40 1.01 59 1.181 1.193 0.866 1.264 1.969 2.165 2.457 40 PXSS2KREX 1RA534 PVC13 19.753

50S 1 1/2” 2” M50 1.03 89 1.441 1.453 1.161 1.504 2.165 2.382 2.567 50S PXSS2KREX 1RA535 PVC15 23.281

50 2” 2 1/2” M50 1.06 89 1.614 1.626 1.402 1.732 2.362 2.598 2.661 50 PXSS2KREX 1RA536 PVC18 25.750

63S 2” 2 1/2” M63 1.06 115 1.886 1.906 1.579 1.965 2.756 3.031 2.799 63S PXSS2KREX 1RA536 PVC21 37.743

63 2 1/2” 3” M63 1.57 115 2.114 2.126 1.858 2.201 2.953 3.248 2.772 63 PXSS2KREX 1RA537 PVC23 37.390

75S 2 1/2” 3” M75 1.57 140 2.358 2.370 2.079 2.437 3.150 3.465 2.965 75S PXSS2KREX 1RA537 PVC25 45.856

75 3” 3 1/2” M75 1.63 140 2.528 2.528 2.327 2.673 3.346 3.681 2.949 75 PXSS2KREX 1RA538 PVC27 45.856

90 3 1/2” 4” M90 1.69 200 2.965 2.976 2.622 3.126 4.252 4.677 3.732 90 PXSS2KREX 1RA539 PVC31 106.527

100 3 1/2” 5” M100 1.69 200 3.370 3.382 2.992 3.579 4.843 5.327 3.398 100 PXSS2KREX 1RA5310 LSF33 141.096
*Note : For material options please change the suffix in the Ordering Reference ; Brass (no suffix required), Nickel Plated Brass “5” (as standard), 

316 Grade Stainless Steel “4”, Copper Free Aluminium “1” For  NPT options please change the following digits after the material 
suffix ; 1/2” = 31, 3/4” = 32, 1” = 33, 1 1/4” = 34, 1 1/2” = 35, 2” = 36, 2 1/2” = 37, 3” = 38, 3 1/2” = 39, 4” = 310 (Brass requires prefix “0”)

Examples: 32PXSS2KREX1RA534 = Nickel Plated Brass 1-1/4” NPT, 50SPXSS2KREX1RA035 = Brass 1-1/2” NPT, 25PXSS2KREX1RA432  
= Stainless Steel 3/4” NPT, 20PXSS2KREX1RA5 Nickel Plated Brass M20

Cable Gland Selection Table
Dimensions are in inches, unless otherwise noted.

* Mechanical & Electrical Classifications applied as per IEC 62444 & EN 62444

PXSS2K-REX

TECHNICAL DATA
Design Specification BS 6121:Part 1:1989, IEC 62444, EN 62444

Mechanical Classifications* Impact = Level 8, Retention = Class B

Enclosure Protection IK10 to IEC 62262 (20 joules) Brass & Stainless Steel only

ATEX Certificate SIRA13ATEX1072X, SIRA13ATEX4078X

Code of Protection
^ II 2G, II 1D, Ex d IIC Gb, Ex e IIC Gb, Ex ta IIIC Da
^ II 3G Ex nR IIC Gc, ^ IM2 Ex d I Mb, Ex e I Mb

Compliance Standards EN 60079-0,1,7,15,31

IECEx Certificate IECEx SIR 13.0027X

Code of Protection Ex d IIC Gb, Ex e IIC Gb, Ex nR IIC Gc, Ex ta IIIC Da, Ex d I Mb, Ex e I Mb

Compliance Standards IEC 60079-0,1,7,15,31

cCSAus Certificate (20s16 - 90) 2288626

CSAus Code of Protection
Class I, Div. 1, 2 Groups A, B, C and D; Class II, Div. 1, 2 Groups E, F and G;  
Class III, Div. 1, 2; Type 4X: Oil Resistant II: Class I, Zone 1 AEx d IIC Gb, AEx e 
IIC Gb, Class I, Zone 2 AEx nR IIC Gc, Class I, Zone 20 AEx ta IIIC Da

cCSA Code of Protection
Class I, Div. 1, 2 Groups A, B, C and D; Class II, Div. 1, 2 Groups E, F and G;  
Class III, Div. 1, 2; Type 4X: Oil Resistant II: Ex d IIC Gb, Ex e IIC Gb, Ex nR IIC 
Gc, Ex ta IIIC Da

Compliance Standards
CAN/CSA-C22.2 No 0,18,25,30,94,174, CAN/CSA-E60079-0,1,7,31 CAN 
CSA-E61241-1-1, Part 1-1, ANSI/UL 514B Ed 5, ANSI/UL 50 Ed 11, ANSI/UL 
2225 Ed 4, UL60079-0:07

EAC Certificate 
(Formerly GOST R, K & B) 

TC RU C-GB.ГГ05.B00138

CCOE / PESO (India) Certificate P333688

NEPSI Certificate GYJ13.1140X / GYJ13.1282X

INMETRO Approval TÜV 12.2073X

RETIE Approval Number 03866

Marine Approvals LRS:  01/00172 (E3)  DNV: E-13848  ABS: 14-LD234401A-4-PDA

Ingress Protection Rating IP66, IP67 & IP68

Deluge Protection Compliance DTS01 : 91

NEMA Rating NEMA 4X

Cable Gland Material
Electroless Nickel Plated Brass, Copper Free (<0.4%) Aluminium,  
Stainless Steel

Seal Material
CMP SOLO LSF Halogen Free Thermoset Elastomer / Rapid Explosion  
Proof Sealing

Cable Type LV AirGuard TC-ER-HL Cables

Sealing Technique Unique CMP ‘LRS’ Outer Seal (Load Retention Seal)

Sealing Area(s) RapidEx Resin Barrier & Cable Outer Sheath

PXSS2K-REX Globally Approved, Hazardous 
(Classified) Location Barrier Cable Gland

For LV AirGuard TC-ER-HL Cables, Class I Div 1

•    Liquid pour sealing system

•   Reduces installation time and labor
•   Reduces time to service.
•   35min cure time at 68F.
•   Faster than putty filled.

•    Standard material is nickle plated brass.

•    Superior levels of cable retention

•    Displacement type environmental seal

•    Designed to prevent cold flow

•    Deluge protected

•    Disconnectable, union feature design

•    Operating Temp:-76°F to 185°F / -60°C to 85°C

•    Class I Division 1 & 2 ABCD, Class I Zone 1, 21, 2 & 22 

•    Globally marked, cCSAus, IECEx & ATEX

•    As standard in nickel plated brass with NPT thread form

Liquid Sealing Gland



One roller for longitudinal 
jacket cut.

One blade for 
longitudinal 
jacket cut.

Two "teeth" for grip and pull 
jacket and laminated layer off.

Four blades for radial cut.

Teeth Gripping and Pulling  
Off Laminate Layer.

Radial CutLongitudinal Jacket Cut

PG Tool

Prysmian – PG Tool

SHEATH DIAMETER TOOL DESIGNATION

1.00" - 2.00" PG3 MV

1.85" - 3.00" PG4 MV

2.55" - 3.70" PG5 MV

Includes: 
1) Tool with blade. 
2) Two hooks (small & large.) 
3) Replacement blade (inside base of tool.)

Cutting  Patterns: Circular, Spiral and Lengthwise

Cable OD Range: 0.18” to 1.57” 
Up to 2/0, 3C LV AirGuard

Tool Part Number: 4320-1030

Blade Part Number: 4320-0618

Large Hook Part Number: 4320-0619 
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Installation Tools 
              Prysmian – Flexi Peeler Tool



 Power  - Low Voltage | 3/C & 4/C | 600 Volt
Cable Product  Number Cable Description Non-Potted Gland Putty Sealing Gland Liquid Sealing Gland

394075 3/C #14 AWG TC-075A079 3/4" NPT 424BT03 3/4" NPT 25PXSS2KREX1EX532 3/4" NPT

394040 4/C #14 AWG TC-075A079 3/4" NPT 424BT03 3/4" NPT 25PXSS2KREX1EX532 3/4" NPT

394076 3/C #12 AWG TC-075A079 3/4" NPT 424BT03 3/4" NPT 25PXSS2KREX1EX532 3/4" NPT

394042 4/C #12 AWG TC-075A079 3/4" NPT 424BT03 3/4" NPT 25PXSS2KREX1EX532 3/4" NPT

394077 3/C #10 AWG TC-075A079 3/4" NPT 424BT03 3/4" NPT 25PXSS2KREX1EX532 3/4" NPT

394044 4/C #10 AWG TC-075A079 3/4" NPT 424BT04 1" NPT 25PXSS2KREX1EX532 3/4" NPT

394078 3/C #8 AWG TC-100A104 1" NPT 424BT04 1" NPT 32PXSS2KREX1EX533 1" NPT

394079 3/C #6 AWG TC-100A104 1" NPT 424BT04 1" NPT 32PXSS2KREX1EX533 1" NPT

394080 3/C #4 AWG TC-125A127 1-1/4" NPT 424BT05 1-1/4" NPT 40PXSS2KREX1EX534 1-1/4" NPT

394081 3/C #2 AWG TC-125A127 1-1/4" NPT 424BT05 1-1/4" NPT 40PXSS2KREX1EX534 1-1/4" NPT

394082 3/C #1/0 AWG TC-150A150 1-1/2" NPT 424BT06 2" NPT 50SPXSS2KREX1EX535 1-1/2" NPT

394083 3/C #2/0 AWG TC-150A150 1-1/2" NPT 424BT06 2" NPT 50SPXSS2KREX1EX535 1-1/2" NPT

VFD - Low Voltage | 3/C & 4/C | 600 Volt

Matching Glands for Low Voltage AIRGUARD™

Cable Product  Number Cable Description Non-Potted Gland Putty Sealing Gland Liquid Sealing Gland

394039 3/C #14 AWG TC-075A079 3/4" NPT 424BT03 3/4" NPT 25PXSS2KREX1EX532 3/4" NPT

394041 3/C #12 AWG TC-075A079 3/4" NPT 424BT03 3/4" NPT 25PXSS2KREX1EX532 3/4" NPT

394043 3/C #10 AWG TC-075A079 3/4" NPT 424BT03 3/4" NPT 25PXSS2KREX1EX532 3/4" NPT

394045 3/C #8 AWG TC-100A104 1" NPT 424BT04 1" NPT 32PXSS2KREX1EX533 1" NPT

394046 3/C #6 AWG TC-100A104 1" NPT 424BT04 1" NPT 32PXSS2KREX1EX533 1" NPT

394047 3/C #4 AWG TC-125A127 1-1/4" NPT 424BT05 1-1/4" NPT 40PXSS2KREX1EX534 1-1/4" NPT

394048 3/C #2 AWG TC-125A127 1-1/4" NPT 424BT05 1-1/4" NPT 40PXSS2KREX1EX534 1-1/4" NPT

394049 3/C #1/0 MCM TC-150A150 1-1/2" NPT 424BT06 2" NPT 50SPXSS2KREX1EX535 1-1/2" NPT

394050 3/C #2/0 MCM TC-150A150 1-1/2" NPT 424BT06 2" NPT 50SPXSS2KREX1EX535 1-1/2" NPT

20127515 3/C #4/0 KCM TC-200A197 2" NPT 424BT07 2-1/2" NPT 63SPXSS2KREX1EX536 2" NPT

20127514 3/C #250 KCM TC-250A197 2-1/2" NPT 424BT07 2-1/2" NPT 63SPXSS2KREX1EX536 2" NPT

20127942 3/C #350 KCM TC-250A220 2-1/2" NPT 424BT08 3" NPT 75SPXSS2KREX1EX537 2-1/2" NPT

20127513 3/C #500 KCM TC-300A268 3" NPT 424BT09 3-1/2" NPT 75PXSS2KREX1EX538 3" NPT

20147056 3/C #750 KCM TC-350A315 3-1/2" NPT 424BT09 3-1/2" NPT 90PXSS2KREX1EX539 3-1/2" NPT
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Control - Low Voltage 600 Volt

Instrumentation - Low Voltage 600 Volt | IS/OS Cables

Cable Product  Number Cable Description Non-Potted Gland Putty Sealing Gland Liquid Sealing Gland

394061 5/C #14 AWG TC-075A079 3/4" NPT 424BT03 3/4" NPT 25PXSS2KREX1EX532 3/4" NPT

394067 5/C #12 AWG TC-075A079 3/4" NPT 424BT03 3/4" NPT 25PXSS2KREX1EX532 3/4" NPT

394073 5/C #10 AWG TC-100A104 1" NPT 424BT04 1" NPT 32PXSS2KREX1EX533 1" NPT

394062 7/C #14 AWG TC-075A079 3/4" NPT 424BT03 3/4" NPT 25PXSS2KREX1EX532 3/4" NPT

394068 7/C #12 AWG TC-100A104 1" NPT 424BT04 1" NPT 32PXSS2KREX1EX533 1" NPT

394074 7/C #10 AWG TC-100A104 1" NPT 424BT04 1" NPT 32PXSS2KREX1EX533 1" NPT

394063 9/C #14 AWG TC-100A104 1" NPT 424BT04 1" NPT 32PXSS2KREX1EX533 1" NPT

394069 9/C #12 AWG TC-100A104 1" NPT 424BT04 1" NPT 32PXSS2KREX1EX533 1" NPT

394064 12/C #14 AWG TC-100A104 1" NPT 424BT04 1" NPT 32PXSS2KREX1EX533 1" NPT

394070 12/C #12 AWG TC-100A104 1" NPT 424BT04 1" NPT 32PXSS2KREX1EX533 1" NPT

394065 19/C #14 AWG TC-125A127 1-1/4" NPT 424BT05 1-1/4" NPT 40PXSS2KREX1EX534 1-1/4" NPT

394071 19/C #12 AWG TC-125A127 1-1/4" NPT 424BT05 1-1/4" NPT 40PXSS2KREX1EX534 1-1/4" NPT

394066 37/C #14 AWG TC-150A150 1-1/2" NPT 424BT06 2" NPT 50SPXSS2KREX1EX535 1-1/2" NPT

394072 37/C #12 AWG TC-150A150 1-1/2" NPT 424BT06 2" NPT 50SPXSS2KREX1EX535 1-1/2" NPT

Cable Product  Number Cable Description Non-Potted Gland Putty Sealing Gland Liquid Sealing Gland

394051 1/PR #16 AWG TC-050A055 1/2" NPT 424BT02 1/2" NPT 20PXSS2KREX1EX531 1/2" NPT

394052 1/TR #16 AWG TC-050A055 1/2" NPT 424BT02 1/2" NPT 20PXSS2KREX1EX531 1/2" NPT

394053 2/PR#16 AWG TC-075A079 3/4" NPT 424BT03 3/4" NPT 25PXSS2KREX1EX532 3/4" NPT

394054 4/PR #16 AWG TC-075A079 3/4" NPT 424BT04 1" NPT 25PXSS2KREX1EX532 3/4" NPT

394059 4/TR #16 AWG TC-100A104 1" NPT 424BT04 1" NPT 32PXSS2KREX1EX533 1" NPT

394055 8/PR #16 AWG TC-100A104 1" NPT 424BT04 1" NPT 32PXSS2KREX1EX533 1" NPT

394056 12/PR #16 AWG TC-125A127 1-1/4" NPT 424BT05 1-1/4" NPT 40PXSS2KREX1EX534 1-1/4" NPT

394060 12/TR #16 AWG TC-150A150 1-1/2" NPT 424BT06 2" NPT 50SPXSS2KREX1EX535 1-1/2" NPT

394057 24/PR #16 AWG TC-150A150 1-1/2" NPT 424BT06 2" NPT 50SPXSS2KREX1EX535 1-1/2" NPT

394058 36/PR #16 AWG TC-200A174 2" NPT 424BT06 2" NPT 50PXSS2KREX1EX536 2" NPT
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Matching Glands for Low Voltage AIRGUARD™



na.prysmiangroup.com/oil-gas
For more information, visit:

Prysmian Group 

Sales and Distribution: 1610 Greens Road, Suite 300 | Houston, TX 77032 
 +1 281-209-1070 | +1 888-354-CABL (2225)

Prysmian Group 

Linking the future

ACS-0001-0520


